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Visum BI - FOLD 

 

Thermally broken system with 2-7/8“ mm of frame depth, ideal to divide environments and unify  

spaces both in residential and commercial buildings. It allows multiple combinations of up to 14  

sashes that allow to close spans of more than 52 feet wide. It has slim sightlines and hidden  

rollers, showing a clean aesthetic in the closed position. In addition, the flush threshold facilitates  

accessibility and transit between the interior and exterior. 

 

     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SYSTEM TECHNICAL DATA 

ENERGY EFFICIENCY (TRANSMITTANCE) 

• U-Value = 0.38 Btu/h·ft2·F 

(Subject to typology, dimensions, and glazing) 

• Air Infiltration: 0.1 cfm/ft² 

• Water resistance: 12.53 psf 

MAXIMUM GLAZING 

1 3⁄4" (45mm) 

MAXIMUM DIMENSIONS 

Width (L): 47 1⁄4" (1,200mm) 

Height (H): 118" (3,000mm) 

MAXIMUM WEIGHT PER SASH 

264lb (120kg) 
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Visum Aluminum Bi-Fold Door System is designed for use in both residential and commercial 

applications. Constructed from the highest grade 6063 T-5 thermal extrusion aluminum alloy, our 

bottom-running Bi-Fold system can be confi gured to be outward- or inward-opening as specifi ed, 

and includes a choice of “fully weathered” or “low level” sills, as well as a range of integrated locking 

solutions for all levels of access control and security. The Bi-Fold system utilizes adjustable 

jambs technology for achieving a perfect fi t. 


