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Hinged window and door systems 
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Visum COR 80 Hidden Sash 

 

Elegant design with straight aesthetic in which the sash is concealed behind the frame, thus 

maximizing the glazed surface and the entry of light. Added to all of this is the great thermal and 

acoustic performance prompted by the 1 3/4''  thermal break and a glazing capacity of up to 2''  that 

allows the installation of triple glazing. 

 

OPENING POSSIBILITIES    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Visum COR 80 Hidden Sash 

DESIGN ESSENTIALS 

STANDARD FEATURES 

• Opening possibilities   : Inside hung,Tilt, Tilt & Turn 

• Sections: 
   - Frame 3-1/8” (80 mm)    

    - Sash 3-1/8” (80 mm)    

• Maximum dimensions/sash: 
  Width (L)= 51”  (1300 mm) 

  Height  (H)= 94”  (2387 mm) 

• Maximum weight/sash: 353 lb. (160 Kg) 

• Multipoint locking hardware 

• Dual sealed warm edge spacer 
• Possibility of dual color 

   (different colors inside and outside) 

• Maximum glazing thickness: 2 ” (51 mm) 

OPTIONS 

• Possibility of two options for central interlock: 4-5/16” standard, 
   and minimalistic version with only 2” visible 

• Optional hardware with concealed (hidden) hinges 

• Possibility of incorporating Evo anti-theft security hardware 

• Triple glass and double chamber combinations 

• Mosquito screens available 

GENERAL SPECIFICATIONS 

• profile thickness: 1/16” (1.9 mm)  • color powder coating 

• low-e glass     • optional anti-bacterial coat 

• argon gas infill    • anodized aluminum 

• optional mosquito screen   • possibility of dual color    

• acoustic insulation: up to Rw = 46 db 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Visum COR 80 Hidden Sash 

 

 

 

COR 80 Hidden sash is a highly universal system  

designed for high thermal and acoustic performance.  

Its attractive design is based on the concealment of      

the sash behind the frame, reducing the aluminium 

interlock profile. Thus achieving a glazed surface that 

can reach 85% of the totality of the window’s glazing, 
facilitating the entry of light to the interior of the 

rooms. Its avant-garde aesthetic is completed with 

the possibility of concealing the drainage and hinges. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

              PERFORMANCE :   
 

 

• Air Infiltration: 0.01 cfm/ft²  

 

• Air Exfiltration : 0.01 cfm/ft²  

 

• Water Resistance: 12.11 psf  

 

• U-Value: 0.15 | STC: 46 dB  

 

• Maximum Glazing Thickness: 2” (51mm) 

 

• Profile Thickness: 1/16” (1.9mm) 

 

 

 

 


